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Environmental Protection Agency § 1033.225 

action by EPA or otherwise by the 

United States related to the require-

ments of this part. 

(j) For imported locomotives, we may 

require you to describe your expected 

importation process. 

[73 FR 37197, June 30, 2008, as amended at 73 

FR 59190, Oct. 8, 2008; 74 FR 56508, Oct. 30, 

2008]

§ 1033.210 Preliminary approval. 
(a) If you send us information before 

you finish the application, we will re-

view it and make any appropriate de-

terminations for questions related to 

engine family definitions, auxiliary 

emission-control devices, deterioration 

factors, testing for service accumula-

tion, maintenance, and useful lives. 

(b) Decisions made under this section 

are considered to be preliminary ap-

proval, subject to final review and ap-

proval. We will generally not reverse a 

decision where we have given you pre-

liminary approval, unless we find new 

information supporting a different de-

cision.

(c) If you request preliminary ap-

proval related to the upcoming model 

year or the model year after that, we 

will make best-efforts to make the ap-

propriate determinations as soon as 

practicable. We will generally not pro-

vide preliminary approval related to a 

future model year more than three 

years ahead of time. 

(d) You must obtain preliminary ap-

proval for your plan to develop deterio-

ration factors prior to the start of any 

service accumulation to be used to de-

velop the factors. 

§ 1033.220 Amending maintenance in-
structions.

You may amend your emission-re-

lated maintenance instructions after 

you submit your application for certifi-

cation, as long as the amended instruc-

tions remain consistent with the provi-

sions of § 1033.125. You must send the 

Designated Compliance Officer a re-

quest to amend your application for 

certification for an engine family if 

you want to change the emission-re-

lated maintenance instructions in a 

way that could affect emissions. In 

your request, describe the proposed 

changes to the maintenance instruc-

tions. If owners/operators follow the 

original maintenance instructions 

rather than the newly specified main-

tenance, this does not allow you to dis-

qualify those locomotives from in-use 

testing or deny a warranty claim. 

(a) If you are decreasing or elimi-

nating any of the specified mainte-

nance, you may distribute the new 

maintenance instructions to your cus-

tomers 30 days after we receive your 

request, unless we disapprove your re-

quest. This would generally include re-

placing one maintenance step with an-

other. We may approve a shorter time 

or waive this requirement. 

(b) If your requested change would 

not decrease the specified mainte-

nance, you may distribute the new 

maintenance instructions anytime 

after you send your request. For exam-

ple, this paragraph (b) would cover add-

ing instructions to increase the fre-

quency of filter changes for loco-

motives in severe-duty applications. 

(c) You do not need to request ap-

proval if you are making only minor 

corrections (such as correcting typo-

graphical mistakes), clarifying your 

maintenance instructions, or changing 

instructions for maintenance unrelated 

to emission control. We may ask you 

to send us copies of maintenance in-

structions revised under this paragraph 

(c).

[73 FR 37197, June 30, 2008, as amended at 75 

FR 22983, Apr. 30, 2010] 

§ 1033.225 Amending applications for 
certification

Before we issue you a certificate of 

conformity, you may amend your ap-

plication to include new or modified lo-

comotive configurations, subject to the 

provisions of this section. After we 

have issued your certificate of con-

formity, you may send us an amended 

application requesting that we include 

new or modified locomotive configura-

tions within the scope of the certifi-

cate, subject to the provisions of this 

section. You must also amend your ap-

plication if any changes occur with re-

spect to any information that is in-

cluded or should be included in your 

application. For example, you must 
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